MARCH LANE MEDIAN LANDSCAPING
I-5 TO FEATHER RIVER DRIVE

INDEX:
- Sheet 1: Title Sheet
- Sheet 2: Details
- Sheet 3: Plan

NOTES:
1. Contractor shall notify City of Etna Contracting Engineer (Phone 599-5979) at least 24 hours in advance of any construction.
2. All existing underground utility facilities in the median areas of the project are not shown on the plans. The actual location of such facilities is the responsibility of the contractor. It is the responsibility of the contractor to coordinate his work with the public utility companies and to assure the protection of such facilities. Failure to observe said facilities will be the contractor's responsibility for damages. All damage shall be repaired by the contractor at his own expense.
3. All material associated with the tree wells shall become the property of the contractor and shall be delivered to another the project sites.
4. Contractor is required to furnish and install tree guy wires shown and must notify Contractor of the approximate location of each guy wire. Tree guy wires shall be spaced 10 feet from the ground, 115 feet from the center of the roadway, 220 feet from the center of the roadway.
5. Contractor is required to furnish and install 1/2" pipe with booklet to each tree to furnish the amount of 1/2" pipe with booklet to each tree. All tree wells shall be excavated for soil at 10 feet deep:
6. In all median areas rock to curb between I-5 and Feather River to concrete street. Stone, cement, aggregate or 90% reaction mixture by 1 1/2" wide, 115 feet, 220 feet, and 275 feet. Concrete cannot with green crew (not the general contractor).
7. Contractor is to call U.S. 599-5979 before proceeding.
8. Existing street light conduits will be worked to hold by City of Etna.